
Headlamp PELI™ 2745Z0 ATEX ZONE 0 
    

Product features:  

Power category: - 100 lumens
ATEX certification: Zone 0
Power supply: Batteries
Autonomy indicator: No
Lighting modes: High / Low
Light output: High 33 lm / Low 17 lm
Beam range: Fort 35m / Faible 25m
Waterproofing: IPX4
Length: 5.7cm
Weight with batteries: 85 grs
Battery type: LR03
Batteries included: Yes
Autonomy: 20 h / 40 h
Refillable: No

  

  

  

  

 Reference: -
EAN13: -

 

 Color: Yellow, Black  

ATEX Zone 0 headlamp Peli™ 2745Z0 - Safety and performance

Discover the Peli™ headlamp for professional lighting. The Peli™ 2745Z0 headlamp, specially designed for
hazardous environments. Antistatic and compliant with the latest ATEX standards, this LED lamp offers
exceptional battery life of up to 40 hours in low-light mode. It comes with a headband for a comfortable fit on the
head and a helmet mounting bracket.

Peli™ safety-approved headlamps are designed for use in hazardous environments. Not only are they Zone 0
(Category 1) approved, they're also ultra-compact and lightweight. Equipped with three LEDs, the lamp produces
up to 33 lumens and provides up to 40 hours of service. It offers several lighting modes: intense, dim and flashing.
The Peli™ 2745Z0 model is available in two colors (yellow or black) and includes two headbands: one made of
fabric and the other of rubber, and a glue-on helmet mount to suit a variety of applications, whether barehead or
hard hat.

Features of the ATEX Zone 0 Peli™ 2745Z0 headlamp:

This ATEX Zone 0 Peli™ ATEX battery-operated headlamp works with 3 AAA LR03 batteries and is equipped
with 3 LEDs, offering 3 lighting modes. With light output ranging from 17 to 33 lumens, you can adjust the beam
intensity of the Peli™ 2745Z0 headlamp to suit your needs.

Advantages of the ATEX Zone 0 Peli™ 2745Z0 headlamp:

https://www.mmf.fr/fr/blog/2_comprendre-les-normes-atex-et-limportance-des-produits-peli.html


Its light range varies from 25 to 35 meters, offering an autonomy of 20 to 40 hours.

Powerful LED lighting: Equipped with three LEDs, it produces up to 33 lumens for
enhanced visibility.
Long autonomy: Enjoy up to 40 hours of service, ideal for long missions.
Long runtime: Varied lighting modes: Choose from three lighting modes: intense, low
and flashing, to suit all your needs.
Compact and lightweight: Easy to carry, weighing just 97 g including batteries, the
ATEX zone 0 LED headlamp slips easily into your pocket.

The Peli™ 2745Z0 ATEX Zone 0 headlamp is an essential tool for construction professionals, offering features
tailored to the demands of the jobsite. Its light range varies from 25 to 35 meters, ensuring optimum visibility in
work areas, when working at height, such as on scaffolding/roofs, the light range allows workers to see distant
areas clearly.

What's more, with a runtime of up to 40 hours, this lamp is ideal for long working days on construction sites,
finishing their work without fear of running out of light, also reducing the need to change batteries. Weighing just
97 g with batteries, the lamp slips easily into your pocket or tool bag, making it convenient to carry. These
features make the ATEX Zone 0 headlamp the perfect choice for professionals working in hazardous areas.

Contents of the ATEX Zone 0 Peli™ 2745Z0 headlamp:

The 2745Z0 headlamp comes with:

1 fabric headband
1 rubber headband
1 adhesive helmet holder
3 LR03 batteries

Certification and standards :

ATEX certification: CE Ex II 1 G Ex ia IIC T4 Ga (gas)
Product reference: 027450-0103-241E
Customs code: 85131000
EAN: 19428155711
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