
Monitor nozzle AKRON Rampage 4461 BRONZE (FM
approval) 

    

Product features:  

Material: Bronze
Max. flow: modification possible: 1900 or 3800
LPM
Max. flow: 2800 LPM (factory-set)
Max. flow: 4800 LPM possible (contact us)
Length: 229 mm
Operating pressure: 7 bar
Weight: 10.5 kg
Inlet diameter: 2.5" (DN65)

  

  

  

  

 Reference: 40700
EAN13: -

 

  

The Rampage MasterStream 4461 head fromAKRON® is a powerful, reliable solution for demanding fire-
fighting operations. Made from high-strength bronze, it is designed to offer exceptional durability in particularly
corrosive environments, including marine, industrial and oilfield environments. Compatible with several monitors
fixed and portable firefighters from the AKRON® range, it can be adapted to the most specific operational
requirements.

Available from MMF Protection et Sécurité AKRON® in France, this model benefits from personalized technical
support and professional after-sales service.

Why choose the Rampage MasterStream head AKRON®?

Bronze material: excellent corrosion resistance, suitable for aggressive environments.
Adjustable spray pattern: simple changeover between straight and diffused spray for rapid adaptation in
emergency situations.
High hydraulic performance: high flow rate for maximum spray range.
Compatible with monitors fixed and portable models such as Apollo PE 3419, MercuryMaster 3446 and
StreamMaster II 3482.
Simplified maintenance: optimized maintenance with access to our catalog and spare parts stock
AKRON®.

https://www.mmf.fr/en/remote-controlled-firefighting-monitors/1122-monitor-akron-apollo-pe-3419-without-base.html
https://www.mmf.fr/en/portable-firefighting-monitors/1098-firefighting-monitor-akron-mercury-master-3446.html
https://www.mmf.fr/en/remote-controlled-firefighting-monitors/47-firefighting-monitor-akron-streammaster-ii-3482.html#/76-alimentation_electrique-24_v/244-etat-neuf
https://www.mmf.fr/en/18-repair-kits-and-spare-parts
https://www.mmf.fr/en/18-repair-kits-and-spare-parts


Preferred fields of application

Thanks to its robust design and high flow rate, the Rampage MasterStream head is particularly recommended for
the following applications:

High-riskindustrial sites (oil rigs, chemical plants, etc.)
Maritime infrastructures (ports, ships, coastal areas)
Sensitive logistics buildings, hangars and warehouses
Military and airport facilities

Technical specifications

Features Description

Material Bronze

Maximum flow rate 2800 LPM (preset), adjustable to 1900 or 3800 LPM

4800 LPM possible (on request)

Jet adjustment Straight jet and diffused jet manually adjustable

Certification FM Approved

Maintenance Can be completely disassembled, parts available in kits

Our expertise at your service

As an authorized repair center AKRON®, MMF Protection et Sécurité provides an expert team to help you
install, maintain and choose the right Rampage MasterStream head for your needs. Our stock of spare parts and
complementary components guarantees fast, efficient maintenance.

For technical advice or compatibility with a specific monitor, our team is at your disposal by phone or email. Trust
MMF for your high-performance fire safety equipment.
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