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Rubber fire bat with vulcanized canvas

Rubber fire bat with vulcanized canvas and 160 cm handle

The rubber fire bat with vulcanized canvas is a manual tool designed for extinguishing, beating and controlling
incipient fires in outdoor environments. It can be used to smother flames by mechanical action, particularly on
vegetation fires, edges, embankments or areas difficult to access by hydraulic means.

Equipped with a 160 cm handle, this fire bat offers good working extension while keeping the user at a distance
from the hot zone. Its flexible rubber base reinforced with vulcanized fabric ensures an effective, hard-wearing
striking surface, suitable for repeated use in the field.

A manual tool for extinguishing vegetation fires

The fire bat is used to suppress flames, limit the spread of a fire or treat residual areas after a fire front has
passed. It is a simple, robust and immediately operational piece of equipment, particularly useful as a
complement to handheld nozzles, motor-driven pumps, backpack sprayers or first-response equipment.

Made from rubber with vulcanized fabric, the striking head combines flexibility, abrasion resistance and

mechanical strength. The long handle facilitates threshing gestures while improving comfort of use during
prolonged operations.

The strengths of the rubber fire bat

Simple, effective hand tool for extinguishing or controlling small outdoor fires.

Rubber base with vulcanized fabric, designed to withstand the stresses of beating.

Large striking surface to smother flames by oxygen deprivation.

160 cm long handle for greater safety distance.

Total weight of 2.5 kg, offering a good compromise between striking efficiency and maneuverability.
Suitablefor use on vegetation fires, verges, brush, embankments or wooded areas.

A useful addition to forest and wildland fire-fighting equipment.
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Technical specifications

Technical data - Rubber fire bat with vulcanized canvas

Product type Manual fire bat

Main application Extinguishing and controlling vegetation fires or
outdoor fires

Base material Rubber with vulcanized fabric

Base dimensions 30.5x 37 cm

Base thickness 0.4 cm thick

Handle length 160 cm

Weight with handle 2.5kg

Mode of action Mechanical flame-suppression by beating

A flexible, hard-wearing base for beating out flames

The 30.5 x 37 cm base provides sufficient surface area for effective action on low flames and vegetation. Its thin
0.4 cm thickness provides the flexibility needed to adapt to ground contours, grasses, undergrowth or uneven
terrain.

The vulcanized fabric reinforces the mechanical strength of the whole and helps limit deformation caused by
repeated stress. This design is ideal for outdoor use, when the aim is to break the flame, reduce the oxygen
supply and prevent the fire from re-igniting.

A long handle for greater working distance

The 160 cm handle allows the fire bat to be used with a comfortable extension. This length improves the distance
between the user and the area of action, which is particularly useful when treating edges, embankments, grassy
areas or fireplaces that are difficult to approach directly.

With a total weight of 2.5 kg including handle, this fire beater is easy to handle, while retaining sufficient inertia
for effective beating movements.

Why choose this fire bat?

This rubber fire bat with vulcanized canvas is designed for professionals and teams likely to be working on low-
intensity outdoor fires or in the control phase. It can be integrated into a forest fire intervention kit, a safety
vehicle, a community equipment kit or prevention equipment for sites exposed to fire risk.

¢ low vegetation fires ;

e fires starting on verges or embankments;

¢ edge or border treatment;

e monitoring and extinguishing residual hot spots;

¢ additional equipment for field teams;

* intervention in areas where water supply is limited or difficult.
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Why choose a fire bat with vulcanized canvas?
The advantage of a fire bat with vulcanized fabric is that it combines flexible striking with mechanical strength.
It enables rapid action on low flames, without the need for complex set-up. This makes it ideal for first-response

operations, surveillance, safe brush-clearing or fire-fighting in natural areas.

Its simple design, long handle and wide base make it a reliable tool for users looking for a sturdy, economical
manual solution adapted to field constraints.

FAQ - Rubber fire batons with vulcanized canvas
What is a fire bat used for?

A fire bat is used to smother flames by mechanical action. It's mainly used on low vegetation fires, outdoor fire
starts, edges, embankments or areas where water is hot immediately available.

Is this fire bat suitable for forest fires?

It can be used to fight wildfires, in particular to treat incipient fires, edges or hot spots. However, it must be used in
conditions compatible with manual intervention, and as a complement to means adapted to the intensity of the
fire.

Why use vulcanized fabric?

Vulcanized fabric reinforces the rubber base and improves its resistance to repeated stress. It helps to maintain
good mechanical strength during threshing operations on uneven ground.

How long is the handle?

The handle measures 160 cm. This length allows you to work at a greater distance from the hot zone, and
facilitates threshing operations on edges, embankments or areas of vegetation.

How heavy is this fire beater?

The total weight of the fire beater with its handle is 2.5 kg. This weight offers a compromise between striking
efficiency, maneuverability and comfort of use in the field.
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