Protection et Sécurité

SOLAS crowned lifebuoy 73 cm heavy model

The SOLAS 73 cm heavy-duty crown buoy is a marine safety device designed for professional vessels,
merchant ships, quays, pontoons and harbor areas. Designed for demanding marine environments, it offers a
robust solution for securing areas exposed to the risk of falling into the water.

This heavyweight model without jet line is distinguished by its 4.6 kg weight and 140 N buoyancy. It is
particularly well-suited to installations requiring a crown buoy compatible with a specific flash-over light for
commercial vessels.

A SOLAS heavy-duty crown buoy for professional marine use

This buoy is designed to meet the needs of professionals looking for a visible, long-lasting lifebuoy suitable for
regulatory installation. Its polyethylene structure with polyurethane foam filling ensures that it remains highly
resistant to the stresses of use in a marine environment.

Equipped with 4 retro-reflective strips and a 3 m peripheral line, it makes it easy to find and hold in an

emergency situation. It can be installed up to 30 m above the waterline, depending on site or vessel equipment
requirements.

Technical specifications

Life ring buoy

Heavy model without jet line

SOLAS

73 cm

44 cm

10.50 cm

4.6 kg
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Buoyancy 140 N

Material Polyethylene structure, filled with polyurethane foam

Retroreflective bands 4 bands

Perimeter spinneret 3m

Spray line Not supplied

Compatibility Can be used with flash-over light specifically for
commercial vessels

Maximum lashing height Up to 30 m above the waterline

Why choose this heavy-duty buoy?
This heavy-duty SOLAS crown buoy is designed for installations where robustness, maritime compliance and

compatibility with a flash-over light are priorities. It is particularly suitable for merchant ships, port areas,
professional docks, technical pontoons and safety stations exposed to the risk of falling into the water.

FAQ - SOLAS 73 cm heavy-duty crown buoy

When should | choose a heavy-duty model rather than a standard buoy?

The heavy-duty model is preferable for professional marine installations where the buoy must remain well
positioned on its support and meet more demanding regulatory requirements. It is particularly suitable for
professional vessels, quays, pontoons and exposed port areas.

Can it be combined with a reversing flash light?

Yes, this model is suitable for configurations requiring association with a reversing flash light, notably for certain
safety equipment on commercial vessels. Please check the compatibility of the flash light used with the planned
installation.

What should | check before ordering this buoy?

Before ordering, you need to check whether the installation requires a separate jet line, a suitable wall or rack
support, a compatible flip-flash light, and the requirements applicable to the ship, quay or site concerned.
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