Protection et Sécurité

Wall-mounted eye wash station pH neutral 200ml and Saline
500ml PLUM 4789
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The Plum Green Box 200 ml + 500 ml wall-mounted eyewash station is designed to provide a visible, quickly
accessible first-aid point in the event of splashes in the eyes or on the skin. It contains a 200 ml bottle of pH
Neutral 4.9% phosphate solution and a 500 ml bottle of 0.9% sodium chloride saline solution.

The closed case protects the bottles from dust and dirt, making it particularly suitable for exposed working
environments: workshops, production areas, laboratories, maintenance, warehouses or stations where immediate
rinsing may be required.

A closed station for first emergency rinses

This station combines two complementary solutions: the pH Neutral solution is designed for acid or alkaline

splashes, while the 0.9% saline solution rinses away dust, dirt or foreign bodies. The wall-mounted box enables
the equipment to be positioned in the immediate vicinity of high-risk areas.

Technical specifications

Plum

4789

Wall-mounted eye-wash station in closed case

1x200 ml+1x500 ml

200 ml with 4.9% phosphate

500 ml at 0.9% sodium chloride

High-strength polystyrene, closed and dust-tight

Wall-mounted
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Equipment supplied Clear pictograms and mirror

Recommended use First aid in case of splashes in the eyes or on the skin

FAQ - Plum Green Box eye wash station 200 ml + 500 m|
Why combine a pH Neutral solution with a saline solution?

The pH Neutral solution is suitable for acid or alkaline splashes, while the 0.9% saline solution is used for rinsing
out dust, dirt or foreign bodies. The combination of the two bottles covers many common first-aid situations.

In which environments should this closed station be installed?

Particularly suited to dusty, dirty or splashy environments, the closed case protects the bottles while keeping the
equipment accessible.

Why install the station directly near the risk area?

In the event of splashes in the eyes or on the skin, rapid rinsing is crucial. Installing the station as close as
possible to the exposed area reduces response time.
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